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SPECIAL APPLICATIONS

Instrumentation Cable 300 V BIC

Conduspar

Application

The Conduspar Line of Instrumentation Cables 300 V BIC is suitable for reading of analog signals from instruments of
industrial applications and communication in special circuits. The individual and collective shielding set is a protection
for 2 or 3 conductors against external interference and other signals into the cable.

Construction

Conductor: bare electrolytic copper wires, stringing of class 2, acc. to NM 280.

Insulation: thermoplastic compound of PVC/E, fire retardant.

Identification: 2 conductors in black and white; 3 conductors in black, white and red; numbered elements; separator in non-
hygroscopic tape.

Individual shielding: aluminized polyester tape, with minimal overlap of 25%, 100% of coverage and drain conductor in
tinned copper of 0,5 mm?.

Collective shielding: aluminized polyester tape, with minimal overlap of 25%, 100% of coverage and drain

conductor in tinned copper of 0,5 mm?.

Coverage: thermoplastic compound of PVC/ST2, fire retardant, in black.

Maximum Operating Temperatures

Continuous regime: 105°C

Reference Standards

ABNT NBR 10300 - Instrumentation cables with extruded insulation of PE or PVC for voltages up to 300 V -
Performance requirements.

ABNT NBR NM 280 - Conductors of insulated cables (IEC 60228, MOD).

Conditioning

In reels.
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Nominal Dimensions

. . 2 Conductors 3 Conductors
Nominal Insulation
E|emer_1ts Section.  Thickness Coverage External Nominal  Coverage External Nominal
Quantity Thickness Diameter  Weight Thickness Diameter Weight

(mm?) (mm) (mm) (mm)  (kg/km) (mm) (mm)  (kg/km)
2 0,9 6,3 724 1,0 8,2 98,2
3 1,0 9,4 110,0 1,0 9,4 132,0
4 0,5 0,4 1,0 9,8 132,0 1,1 10,9 171
6 1,1 11,2 184 1,1 12,7 232
8 1,1 12,5 229 1,2 14,4 302
10 1,2 13,9 281 1,2 15,8 363
12 1,2 15,0 328 1,3 17,3 432
2 1,0 7,0 89,4 1,0 8,8 118,0
3 1,1 10,5 136,0 1,0 10,2 160
4 1,1 10,9 163 1,1 11,9 206
6 0,75 0,4 1,1 12,2 219 1,1 13,8 285
8 1,2 13,9 283 1,2 15,8 372
10 1,2 15,2 341 1,2 17,3 449
12 1,2 16,4 399 1,3 18,9 535
2 1,0 7,6 105,0 1,0 9,6 140,0
3 1,1 11,3 159,0 1,1 11,3 196
4 1,1 11,8 192 1,1 12,9 246
6 1,0 0,4 1,1 13,3 263 1,2 15,3 350
8 1,2 15,1 341 1,2 17,3 449
10 1,2 16,6 411 1,3 19,2 553
12 1,3 18,1 491 1,3 20,7 648
2 1,0 8,2 129,0 1,1 10,6 180,0
3 11 12,4 196,0 1,1 12,4 248
4 1,1 12,9 240 1,2 14,4 320
6 1,5 0,4 1,2 14,8 335 1,2 16,8 450
8 1,2 16,6 427 1,3 19,2 589
10 1,3 18,5 526 1,4 21,3 725
12 1,3 19,9 619 1,4 23,1 852
2 1,1 10,6 202 1,2 13,9 285
3 1,2 16,3 307 1,2 16,2 396
4 1,2 17,0 377 1,3 18,9 511
6 2,5 0,4 1,3 19,4 528 1,4 22,5 732
8 1,4 22,2 685 1,5 25,6 959
10 1,5 24,6 843 1,6 28,5 1179

12 1,5 26,7 993 1,7 31,1 1.402



